MAN-12
Single Head
E m b ro i d e r y M a c h i n e s

This 12 color sub-compact
industrial grade machine helps
you explore your inspiration . . .

WITH A SMALL FOOTPRINT SUITABLE FOR BENCH
TOPS, AND A LARGE FIELD AREA, THESE MACHINES
ARE PERFECT FOR WHERE SPACE IS AT A PREMIUM

Including standard features that other manufacturers offer as

options, the SWF range of embroidery machines offer reliability
and exceptional value for money.

SWF MAN-12 Embroidery
Machines features a true
emboridery speed of 1000
stitches per minute high speed
production, automatic tensioning system, ultra high
resolution touch screen NNS
controller with network capablilies, and tons of other
standard features, all packed
into this machine all weighing
less than 90lbs!

With the industy’s best warranty - just, sit back and
watch your designs come to
life right before your eyes!
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astech@astechsolutions.com.au
www.astechsolutions.com.au

Expanded Memory Size
Store up to 499 designs with a basic memory capacity of 10 million stitches.

Mirror Image Conversion and Design Direction
Designs can be rotated from 0 º to 359º in
1 º increments. Designs can also be flipped
horizontally or vertically.

Reduce and Enlarge Designs
Selected designs can be enlarged or reduced from 50% to 200% by 1% increments
and in any direction.

General Repetition Work
One design can be repeated up to 99 times
along X, Y and both directions.

Automatic Offset
The frame automatically returns to the offset
point when the embroidery is finished to
make it easier for you to switch the frames.
You can select Automatic Offset at parameter select mode to move the frame automatically to the desired point, making it easier to
do appliqués and emblems.

Manual Offset
Allows the user to manually move the frame
to a pre-selected point. This feature makes
it easy to do appliqué or to change frames
while embroidering.

Non-Stitch Function
The frame and the needle bar can move
back and forth by the units of 1, 100, 1000,
and 10,000 stitches and by color without
stitching.

Frame Reversal
When the thread breaks or runs out of
track, you may move the needle bar back to
the starting point of the design in the units of
Included Accessories:
one to ten stitches.

Automatic Return
Frame will move back to its last position
after power interruption. This function helps
minimize stitch errors while embroidering.

Editing
Edit jump stitches, trims, and end points
from the control panel.

Supports Many Design Formats
All SWF embroidery machines support multiple design formats to help maximize your
production capabilities.

USB Ports
4 x USB ports allow you to easily move designs to and from your embroidery machine
using USB external storage devices.

- Tubular Sash Arms
- CD containing Operation Manual and Cap Frame
Manual
- Bobbin Winder
- Tool Kit with necessary
screw drivers, wrenches, etc.
- Machine Grease
- Machine Oil and Oiling
Bottle
- Cap Gauge
- Cap Driver Support Arm
- 2 x Cap Frames : Wide
Size: 36cm x 7.4cm
- Round Tubular Frames: 2
sets each of 18 cm, 15 cm
and 12cm

Origin Return
Frame can returned to origin point of design
during embroidery work.

Power: 220 VAC, Single Phase
Embroidery Area: 360 x 230 mm
Maximum Speed: 1,000 Stitches per Minute
Memory: 499 Designs or up to 10,000,000 Stitches
Machine Size (mm): 870 x 836 x 764
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